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46 CFR Ch. I (10–1–14 Edition) § 45.33 

§ 45.33 Diamond. 
(a) Each vessel must be marked with 

the diamond mark described in figure 2 
of § 45.35 amidships below the upper 
edge of the deck line on each side with 
the center of the loadline mark at a 
distance below the deck line equal to 
the summer freeboard assigned under 
this part. 

(b) The width of each line in the 
loadline mark must be 1 inch. 

§ 45.35 Seasonal load lines. 
Each vessel must have the summer 

(S), midsummer (MS), intermediate (I), 
and winter (W) loadlines for fresh 
water freeboards calculated under 
§§ 45.71 through 45.75 marked in accord-
ance with § 45.39. 

§ 45.37 Salt water load lines. 
Each vessel that operates in the salt 

water of the St. Lawrence River must— 
(a) Be marked with the summer (S), 

midsummer (MS), intermediate (I) and 
winter (W) load line marks under § 45.77 
for salt water; and 

(b) Be marked with the letters ‘‘FW’’ 
above the fresh water marks and the 
letters ‘‘SW’’ above the salt water 
marks as described in figure 2. 

§ 45.39 Marking. 
(a) The diamond, lines, and letters 

must be painted in white or yellow on 

a dark ground or in black on a light 
ground and permanently marked on 
the sides of the vessel. 

(b) The upper edge of the line that 
passes through the center of the dia-
mond must indicate summer freeboard 
assigned under § 45.53. 

(c) Unless otherwise authorized the 
seasonal load lines must be horizontal 
lines extending forward of, and at right 
angles to, a vertical line marked at a 
distance 26 inches forward of the 
vertical centerline of the diamond as 
described in figure 2. 

(d) The salt water load lines must be 
horizontal lines extending abaft the 
vertical line required by paragraph (b) 
of this section as described in figure 2. 

(e) The upper edge of each seasonal 
and salt water load line mark must in-
dicate the minimum freeboard for that 
mark. 

(f) When two freeboards assigned 
under this part differ by 2 inches or 
less, the line for the lesser freeboard 
must be omitted and the line for the 
greater freeboard must be identified 
with the seasonal letters for both 
freeboards. 

(g) Seasonal freeboards that are lim-
ited by a summer freeboard assigned 
under § 45.53(c) must not be marked but 
the identifying letter must be marked 
adjacent to the summer mark. 

(h) The identity of the authority that 
assigns the freeboard must be indicated 
alongside the load line diamond above 
the horizontal line that passes through 
the center of the diamond with two ini-
tials approximately 41⁄2 inches high and 
3 inches wide. 

Subpart C—Freeboards 
§ 45.51 Types of ships. 

(a) For the purpose of this subpart, a 
type A vessel has— 

(1) No cargo ports or similar sideshell 
openings below the freeboard deck; 

(2) Only small freeboard deck open-
ings fitted with watertight gasketed 
hatch covers of steel; 

(3) No dimension of a freeboard deck 
cargo opening greater than 6 feet and 
the total area not exceeding 18 ft2; and 

(4) No more than two freeboard deck 
cargo openings to a single cargo space. 

(b) For the purposes of this subpart a 
type B vessel is a vessel that does not 
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